ReaderTT.config = {"pagecount":87,"title":"Kurzfassungen_EXT_MPH_2013.pdf","author":"weingaertner","subject":"","keywords":"","creator":"PScript5.dll Version 5.2","producer":"Acrobat Distiller 6.0 (Windows)","creationdate":"D:20130307150242+01'00'","moddate":"D:20130312202317+01'00'","trapped":"","fileName":"document.pdf","bounds":[[692,896],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[935,1210],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[935,1210],[935,1210],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[935,1210],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"6050.pdf","page":-1,"zoom":"","children":[{"title":"Einleitung","page":3,"zoom":"XYZ 276 1009 0"},{"title":"Eigene Arbeiten","page":3,"zoom":"XYZ 666 620 0"}]},{"title":"5978.pdf","page":-1,"zoom":"","children":[{"title":"Makroskala: Formfüllprozesse","page":7,"zoom":"XYZ 435 850 0"},{"title":"Mikroskala: Simulationen auf Blasenskala","page":7,"zoom":"XYZ 696 589 0"}]},{"title":"5977.pdf","page":-1,"zoom":"","children":[{"title":"Drall-Druck-Zerstäuber haben vielerlei industrielle Anwendungen. Sie sind betriebssicher und erzeugen kleine Tropfendurchmesser auch bei hohen Durchsätzen. Wesentlich bei diesen Zerstäubern ist die Erzeugung einer Drallströmung durch exzentrische Zufu...","page":14,"zoom":"XYZ 207 1078 0"}]},{"title":"5988.pdf","page":-1,"zoom":"","children":[{"title":"Ziel / Lösungsweg","page":21,"zoom":"XYZ 571 715 0"}]},{"title":"6016.pdf","page":-1,"zoom":"","children":[{"title":"Vorteile der Extraktionskolonne","page":35,"zoom":"XYZ 530 756 0"},{"title":"Herausforderungen im Scale-up","page":35,"zoom":"XYZ 823 462 0"}]},{"title":"6012.pdf","page":-1,"zoom":"","children":[{"title":"Abstract:","page":38,"zoom":"XYZ 508 777 0"}]},{"title":"5982.pdf","page":-1,"zoom":"","children":[{"title":"Magnetic Resonance Imaging (MRI) of Jets in Gas-Solid Systems","page":27,"zoom":"XYZ 87 1122 0"}]},{"title":"6020.pdf","page":-1,"zoom":"","children":[{"title":"Weltweit wird ein großer Teil des Strombedarfes durch fossile Energieträger gedeckt, bei deren Verbrennung große Mengen SOR2R belasteter Rauchgase entstehen. Um diese Rauchgase effizient zu reinigen, wird in der Regel eine Nasswäsche zur Abtrennung de...","page":44,"zoom":"XYZ 305 980 0"},{"title":"Im Oxidationsbecken wird dem Wasser, das sich in einer offenen Gerinneströmung bewegt, Luft im Querstrom zugegeben und so der Sauerstoffeintrag über die aufsteigenden Gasblasen realisiert. Neben dem Eintrag von Sauerstoff muss im Oxidationsbecken ein ...","page":44,"zoom":"XYZ 630 655 0"},{"title":"Durch die Optimierung der Hydrodynamik kann direkt die Kinetik der Oxidation beeinflusst werden, sodass ein breites Optimierungspotenzial erschlossen wird. Neben der optimalen Vermischung ist es möglich, die zahlreichen Wechselwirkungen im Oxidationsb...","page":44,"zoom":"XYZ 925 362 0"}]},{"title":"5981.pdf","page":-1,"zoom":"","children":[{"title":"Simulationsmodell zur Beschreibung physikalischer Schäumvorgänge","page":49,"zoom":"XYZ 493 792 0"},{"title":"Validierung des Berechnungsverfahrens","page":49,"zoom":"XYZ 881 404 0"}]},{"title":"5985.pdf","page":-1,"zoom":"","children":[{"title":"Rotationszerstäuber unter Gasstrombeaufschlagung","page":52,"zoom":"XYZ 504 782 0"},{"title":"Physikalisch-mathematische Analyse","page":52,"zoom":"XYZ 765 520 0"},{"title":"Experimentelle Untersuchungen","page":52,"zoom":"XYZ 1028 258 0"}]},{"title":"6039.pdf","page":-1,"zoom":"","children":[{"title":"Bubble columns are widely used in industrial applications since they enable an effective mass transfer between the gaseous and liquid phase, e.g. for heterogeneous chemical reactions. The performance of a bubble column strongly depends on the characte...","page":67,"zoom":"XYZ 340 945 0"},{"title":"References","page":68,"zoom":"XYZ 108 1177 0"}]},{"title":"6046.pdf","page":-1,"zoom":"","children":[{"title":"Grenzflächeneigenschaften ternärer Systeme","page":83,"zoom":"XYZ 108 1177 0"}]},{"title":"6018.pdf","page":-1,"zoom":"","children":[{"title":"Danksagung","page":84,"zoom":"XYZ 1171 114 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
