ReaderTT.config = {"pagecount":54,"title":"RAID-Controller Performance 2013","author":"PRIMERGY Performance Lab","subject":"PRIMERGY Solutions","keywords":"PRIMERGY, Performance, Benchmark","creator":"Microsoft® Word 2010","producer":"Microsoft® Word 2010","creationdate":"D:20130827124924+02'00'","moddate":"D:20130827124924+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Dokumenthistorie","page":2,"zoom":"XYZ 82 566 0"},{"title":"Einführung","page":3,"zoom":"XYZ 82 1177 0"},{"title":"RAID-Controller für PRIMERGY: Grundlagen","page":4,"zoom":"XYZ 82 1177 0","children":[{"title":"Vorstellung der RAID-Controller","page":4,"zoom":"XYZ 82 1049 0"},{"title":"Controller-Schnittstellen und ihre Durchsatzgrenzen","page":7,"zoom":"XYZ 82 1177 0","children":[{"title":"SAS und SATA","page":7,"zoom":"XYZ 82 1072 0"},{"title":"PCIe","page":8,"zoom":"XYZ 82 1177 0"},{"title":"Anwendung auf die RAID-Controller","page":9,"zoom":"XYZ 82 1177 0"}]},{"title":"Sicherung des Controller-Caches gegen Stromausfall","page":10,"zoom":"XYZ 82 1177 0","children":[{"title":"Battery Backup Unit (BBU)","page":10,"zoom":"XYZ 82 1107 0"},{"title":"Flash Backup Unit (FBU)","page":10,"zoom":"XYZ 82 899 0"}]},{"title":"Performance-relevante Einstellungen","page":11,"zoom":"XYZ 82 1177 0"},{"title":"MegaRAID Advanced Software Options","page":13,"zoom":"XYZ 82 1177 0","children":[{"title":"CacheCade 2.0","page":13,"zoom":"XYZ 82 997 0"},{"title":"FastPath","page":13,"zoom":"XYZ 82 591 0"}]},{"title":"Besonderheiten der Onboard-Controller","page":14,"zoom":"XYZ 82 1177 0","children":[{"title":"CougarPoint","page":14,"zoom":"XYZ 82 883 0"},{"title":"Patsburg A und Patsburg B","page":14,"zoom":"XYZ 82 472 0"}]}]},{"title":"Messumfeld","page":15,"zoom":"XYZ 82 1177 0","children":[{"title":"Messverfahren","page":15,"zoom":"XYZ 82 1005 0"},{"title":"Messumgebung","page":16,"zoom":"XYZ 82 1177 0"}]},{"title":"Controller-Vergleich","page":18,"zoom":"XYZ 82 1177 0","children":[{"title":"RAID 1 (zwei SATA-Festplatten)","page":19,"zoom":"XYZ 82 1177 0","children":[{"title":"Wahlfreie Zugriffe","page":19,"zoom":"XYZ 82 1054 0"},{"title":"Sequentielle Zugriffe","page":20,"zoom":"XYZ 82 1177 0"}]},{"title":"RAID 1 (zwei SAS-Festplatten)","page":21,"zoom":"XYZ 82 1177 0","children":[{"title":"Wahlfreie Zugriffe","page":21,"zoom":"XYZ 82 1089 0"},{"title":"Sequentielle Zugriffe","page":22,"zoom":"XYZ 82 586 0"}]},{"title":"RAID 0 und 10 (vier SATA-Festplatten)","page":24,"zoom":"XYZ 82 1177 0","children":[{"title":"Wahlfreie Zugriffe","page":24,"zoom":"XYZ 82 944 0"},{"title":"Sequentielle Zugriffe","page":26,"zoom":"XYZ 82 1177 0"}]},{"title":"RAID 0 und 10 (fünf bis acht Festplatten)","page":27,"zoom":"XYZ 82 1177 0","children":[{"title":"Wahlfreie Zugriffe","page":27,"zoom":"XYZ 82 780 0"},{"title":"Sequentielle Zugriffe","page":32,"zoom":"XYZ 82 1177 0"}]},{"title":"RAID 0 und 10 (mehr als acht Festplatten)","page":35,"zoom":"XYZ 82 1177 0","children":[{"title":"Wahlfreie Zugriffe","page":36,"zoom":"XYZ 82 1177 0"},{"title":"Sequentielle Zugriffe","page":40,"zoom":"XYZ 82 1177 0"}]},{"title":"RAID 5","page":42,"zoom":"XYZ 82 1177 0","children":[{"title":"Wahlfreie Zugriffe","page":42,"zoom":"XYZ 82 957 0"},{"title":"Sequentielle Zugriffe","page":45,"zoom":"XYZ 82 1177 0"}]},{"title":"Geringere Lastniveaus","page":46,"zoom":"XYZ 82 1177 0"}]},{"title":"MegaRAID Advanced Software Options","page":47,"zoom":"XYZ 82 1177 0","children":[{"title":"CacheCade 2.0","page":47,"zoom":"XYZ 82 1141 0","children":[{"title":"Hot Spot","page":47,"zoom":"XYZ 82 490 0"},{"title":"Transaktionsratengewinn","page":47,"zoom":"XYZ 82 304 0"},{"title":"Zeitfaktor","page":48,"zoom":"XYZ 82 1138 0"},{"title":"Beispiel: vier SATA-HDDs RAID 0 und zwei SAS-SSDs RAID 1","page":48,"zoom":"XYZ 82 867 0"}]},{"title":"FastPath","page":50,"zoom":"XYZ 82 1177 0"}]},{"title":"Fazit","page":52,"zoom":"XYZ 82 1177 0"},{"title":"Literatur","page":54,"zoom":"XYZ 82 1177 0"},{"title":"Kontakt","page":54,"zoom":"XYZ 82 744 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
