ReaderTT.config = {"pagecount":38,"title":"Netzwerkkarte MAC - Adressen","author":"xyz","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220515082547Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Netzwerkkarte MAC - Adressen","page":1,"zoom":"XYZ 0 825 0"},{"title":"Folie 2","page":2,"zoom":"XYZ 0 825 0"},{"title":"Folie 3","page":3,"zoom":"XYZ 0 825 0"},{"title":"Voraussetzungen einer Kommunikation","page":4,"zoom":"XYZ 0 825 0"},{"title":"Funktion der NIC","page":5,"zoom":"XYZ 0 825 0"},{"title":"Aufbau MAC-Adresse","page":6,"zoom":"XYZ 0 825 0"},{"title":"Kontrolle der NIC-Konfiguration (Troubleshooting)","page":7,"zoom":"XYZ 0 825 0"},{"title":"Folie 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Zusammenfassung","page":9,"zoom":"XYZ 0 825 0"},{"title":"Übertragungsmedien","page":10,"zoom":"XYZ 0 825 0"},{"title":"Physikalische Komponenten (passiv)","page":11,"zoom":"XYZ 0 825 0"},{"title":"Folie 12","page":12,"zoom":"XYZ 0 825 0"},{"title":"Grundlagen","page":13,"zoom":"XYZ 0 825 0"},{"title":"Übersicht - Kupferkabel","page":14,"zoom":"XYZ 0 825 0"},{"title":"Twisted-Pair-Kabel","page":15,"zoom":"XYZ 0 825 0"},{"title":"Folie 16","page":16,"zoom":"XYZ 0 825 0"},{"title":"Shielded Twisted-Pair (STP)","page":17,"zoom":"XYZ 0 825 0"},{"title":"Slide 18","page":18,"zoom":"XYZ 0 825 0"},{"title":"Unshielded Twisted-Pair (UTP)","page":19,"zoom":"XYZ 0 825 0"},{"title":"Unshielded twisted-pair (UTP)","page":20,"zoom":"XYZ 0 825 0"},{"title":"Screened Twisted-Pair (ScTP \u2013 FTP)","page":21,"zoom":"XYZ 0 825 0"},{"title":"BNC-Koaxialkabel","page":22,"zoom":"XYZ 0 825 0"},{"title":"Patch panels","page":23,"zoom":"XYZ 0 825 0"},{"title":"Folie 24","page":24,"zoom":"XYZ 0 825 0"},{"title":"Folie 25","page":25,"zoom":"XYZ 0 825 0"},{"title":"Folie 26","page":26,"zoom":"XYZ 0 825 0"},{"title":"Folie 27","page":27,"zoom":"XYZ 0 825 0"},{"title":"Folie 28","page":28,"zoom":"XYZ 0 825 0"},{"title":"Folie 29","page":29,"zoom":"XYZ 0 825 0"},{"title":"Folie 30","page":30,"zoom":"XYZ 0 825 0"},{"title":"Folie 31","page":31,"zoom":"XYZ 0 825 0"},{"title":"Test the quality of cable","page":32,"zoom":"XYZ 0 825 0"},{"title":"Glasfaserkabel (Fiber Optic Cable)","page":33,"zoom":"XYZ 0 825 0"},{"title":"Folie 34","page":34,"zoom":"XYZ 0 825 0"},{"title":"Fiber Optic Cable","page":35,"zoom":"XYZ 0 825 0"},{"title":"Drahtlose Kommunikation","page":36,"zoom":"XYZ 0 825 0"},{"title":"Folie 37","page":37,"zoom":"XYZ 0 825 0"},{"title":"Slide 38","page":38,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
