ReaderTT.config = {"pagecount":26,"title":"Technische Durchführung","author":"Ernst Mittelbach","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220609100512Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Technische Durchführung","page":1,"zoom":"XYZ 0 825 0"},{"title":"Fehler 1. Schneidplatte","page":2,"zoom":"XYZ 0 825 0"},{"title":"Schritte der Neufertigung","page":3,"zoom":"XYZ 0 825 0"},{"title":"Technische Durchführung (2)","page":4,"zoom":"XYZ 0 825 0"},{"title":"Draht ausrichten","page":5,"zoom":"XYZ 0 825 0"},{"title":"Demontage Oberteil","page":6,"zoom":"XYZ 0 825 0"},{"title":"Obere Diamantführung","page":7,"zoom":"XYZ 0 825 0"},{"title":"Verschmutzung im Powerfeeder","page":8,"zoom":"XYZ 0 825 0"},{"title":"Exzentrisch führung","page":9,"zoom":"XYZ 0 825 0"},{"title":"Technische Durchführung (3)","page":10,"zoom":"XYZ 0 825 0"},{"title":"Ausgegossene Führungsplatte","page":11,"zoom":"XYZ 0 825 0"},{"title":"Stempelhalteplatte","page":12,"zoom":"XYZ 0 825 0"},{"title":"Führungsplatte","page":13,"zoom":"XYZ 0 825 0"},{"title":"Kunstharz anmischen","page":14,"zoom":"XYZ 0 825 0"},{"title":"Ausgießen","page":15,"zoom":"XYZ 0 825 0"},{"title":"Ergebnis","page":16,"zoom":"XYZ 0 825 0"},{"title":"Technische Durchführung (4)","page":17,"zoom":"XYZ 0 825 0"},{"title":"Messgerät einschalten","page":18,"zoom":"XYZ 0 825 0"},{"title":"Messart wählen","page":19,"zoom":"XYZ 0 825 0"},{"title":"Kalibrieren","page":20,"zoom":"XYZ 0 825 0"},{"title":"Innenmessung durchführen","page":21,"zoom":"XYZ 0 825 0"},{"title":"Technische Durchführung (5)","page":22,"zoom":"XYZ 0 825 0"},{"title":"Messgerät einschalten (2)","page":23,"zoom":"XYZ 0 825 0"},{"title":"Abnullen","page":24,"zoom":"XYZ 0 825 0"},{"title":"Außenmessung durchführen","page":25,"zoom":"XYZ 0 825 0"},{"title":"Technische Durchführung (6)","page":26,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
